Linear LED IP65
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Efficiency
110Im/W

Mounting
accessories
included

1538 mm

Serial
connection
fixtures

Color
temperature:
neutral white

Water resistance
IP65

85% more
savings

EAN: 5907622671593 5907622671609 5907622671616
SKU: BLAUPUNKT- BLAUPUNKT- BLAUPUNKT-
LH-18-NW LH-36-NW LH-50-NW
Power: 18W 36W 50w
Luminous flux: 1980Im 3960Im 5500Im

Color temperature:

Neutral white

Neutral white

Neutral white

4000K 4000K 4000K
Power Factor: >0,95 >0,95 >0,95
CRI/Ra: >80 >80 >80
Efficiency: 110lm/W 110lm/W 110lm/W
Beam angle: 120° 120° 120°
Guarantee: 5 year 5 year 5 year
Life span: 50 000h 50 000h 50 000h
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Model L W H1 X H2
BLAUPUNKT-LH-18-NW | 612mm | 68mm | 56mm | 300+ 10mm | 60 mm
BLAUPUNKT-LH-36-NW | 1212mm | 68mm | 56mm | 900+ 10mm | 60 mm O
BLAUPUNKT-LH-50-NW | 1512mm | 68mm | 56mm | 1200+ 10mm | 60 mm
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