©® BLAUPUNKT

Street Lamp Strasse 150lm/W

Efficiency
150 Im/W

Power Factor
>0,9
155x80°

Assembly
for handles
horizontal
vertical

YEAR GUARANTEE

Tempered
glass

Beam angle
155x80°

Lamp
2-chamber

24
GERMANY

Tool free
opening

Mechanical
resistance
IKOS8

Tilt adjustment
in the range of
0-90°

EAN: 5907622673146 5907622673153 5907622673160 5907622673177 5907622673184
SKU: Blaupunkt- Blaupunkt- Blaupunkt- Blaupunkt- Blaupunkt-
LU32NW LU48NW LU78NW LU98NW LU150NW
Power: 32w 48w 78W 98W 150W
Luminous flux: 4800Im 7200Im 11 700Im 14700Im 22 500Ilm

Color Natural white Natural white Natural white Natural white Natural white
temperature: 4000K 4000K 4000K 4000K 4000K
Mechanical

: IK08 K08
resistance: K08 IK08 IKo8
Power Factor: >0,9 >0,9 >0,9 >0,9 >0,9
Efficiency: 150Im/W 150Im/W 150Im/W 150Im/W 150Im/W
Beam angle: 155x80° 155x80° 155x80° 155x80° 155x80°
Guarantee: 5year 5year Syear Syear Syear
Life span: 50 000h 50 000h 50 000h 50 000h 50 000h
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All dimensions are given in mm. INTENSITY DISTRIBUTION DIAGRAM MAX INTENSITY CONE SURFACE
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AVERAGE BEAM ANGLE (50%) :126.0 DEG

Enjoy it.




